




•  Modified Formulae improves wear resistance efficiently * Highway/ Express way

•  Special Protrusions at the bottom of grooves avoid groove * All Wheels of Truck / Bus

     crack and clamping stones

•  4 drain line design assures wet ground handling

     performance

Press. EU

KPA Label

 11R22.5 14 1048 8.25 144/142 M 2800/2650 720 Y

 11R22.5 16 1048 8.25 146/143 M 3000/2725 830 y

11R24.5 14 1110 8.25 146/143 M 3000/2725 720 y

11R24.5 16 1110 8.25 149/146 M 3250/3000 830 y

215/75R17.5 16 767 6 126/124 M 1700/1600 700 y

215/75R17.5 18 767 6 135/133 J 2180/2060 860 Y

225/70R19.5 14 761 6.75 128/126 M 1800/1700 760 Y

235/75R17.5 16 797 6.75 132/130 M 2000/1900 775 Y

235/75R17.5 18 797 6.75 143/141 J 2725/2575 900 Y

245/70R19.5 16 839 7.5 136/134 M 2240/2120 825 Y

255/70R22.5 16 930 7.5 140/137 M 2500/2300 800 Y

265/70R19.5 16 817 7.5 140/138 J 2500/2360 775 Y

265/70R19.5 18 817 7.5 143/141 J 2725/2575 900 Y

275/70R22.5 16 958 8.25 144/141 M 2800/2575 760 Y

275/70R22.5 18 960 8.25 148/145 M 3150/2900 850 Y

285/70R19.5 18 895 8.25 150/148 J 3350/3150 900 Y

285/75R24.5 14 1049 8.25 144/141 M 2800/2575 760 N

285/75R24.5 16 1049 8.25 146/143 M 3000/2725 830 N

295/75R22.5 14 1014 9 144/141 M 2800/2575 760 Y

295/75R22.5 16 1014 9 146/143 M 3000/2725 830 Y

Maintain proper inflation pressure in your tyres

Proper inflation pressure is necessary in giving you the best tyre performance, safety, and fuel economy. 

Remember to frequently (at least once a month) check your tyres (when they are cool) with an accurate 

tyre pressure gauge

PATTERN SPECIALITIES

Size PR O.D. Rim LI

uses

RPS 801LI(KG)SS

TYRE USES



•   Bigger tread width enlarges the footprint and improves * Highway/ Express way

     the mileage * All Wheels of Truck / Bus

•  The dense tread blocks are built for long distance

•   Exclusive design for trailer position only

Press. EU

KPA Label

11R22.5 14 1048 8.25 144/142 M 2800/2650 720 Y

11R22.5 16 1048 8.25 146/143 M 3000/2725 830 Y

11R24.5 14 1110 8.25 146/143 M 3000/2725 720 Y

11R24.5 16 1110 8.25 149/146 M 3250/3000 830 Y

285/75R24.5 16 1049 8.25 146/143 M 3000/2725 830 Y

295/75R22.5 14 1014 9 144/141 M 2800/2575 760 Y

295/75R22.5 16 114 9 146/143 M 3000/2725 830 Y

Tyre Care Tip No. 2

Don’t spin your tyres excessively

Avoid excessive tyre spinning when your vehicle is stuck in snow, ice, mud or sand. This may cause 

tyre over-heating and irrepairable damage. Use a gentle backward and forward rocking motion to free your vehicle

Rim LI SS

PATTERN SPECIALITIES TYRE USES

Size PR O.D. LI(KG)

R
P

S 
8

0
2



• Suitable for Highway and long distance

• Special Proprusions at the bottom of grooves avoid groove * Highway/ Express way

   crack and clamping stones * All Wheels of Truck / Bus

• Four straight groves improve steering performance

Press. EU

KPA Label

12R22.5 18 1074 9 152/149 M 3550/3250 930 Y

275/80R22.5 16 1012 8.25 149/146 M 3250/3000 850 Y

295/60R22.5 18 926 9 150/147 M 3350/3075 900 Y

295/80R22.5 18 1044 9 152/149 M 3550/3250 900 Y

315/60R22.5 18 950 9.75 154/148 M 3750/3150 900 Y

315/70R22.5 18 1012 9 152/148 M 3350/3150 830 Y

315/80R22.5 18 1083 9 154/151 M 3750/3450 830 Y

315/80R22.5 20 1083 9 156/153 M 4000/3750 850 Y

Tyre Care Tip No. 3

Check Your Tyre Wear

Always remove tyres from service when they reach tread wear indicator level. All new tyres have tread wear 

indicators that appears as smooth banks in the tread grooves when they wear to 1.6mm level. Wet weather

 accidents may occur from skidding on bald or nearly bald tyres. Excessively worn tyres are also more 

likely to suffer punctures.
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PATTERN SPECIALITIES TYRE USES

SS LI(KG)Size PR O.D. Rim LI



•  Deepened Tread design assures the longer life

•  Modified tread design improves the driving * Highway/ Express way

    stability in high speed * All Wheels of Truck / Bus

•  Closed Shoulder design avoids the uneven wear

   efficiently

Press. EU

KPA Label

12R22.5 18 1077 9 152/149 M 3550/3250 930 Y

13R22.5 18 1117 9.75 154/151 M 3750/3450 830 Y

315/80R22.5 18 1083 9 154/151 M 3750/3450 830 Y

315/80R22.5 20 1083 9 156/153 M 4000/3750 850 Y

Tyre Care Tip No. 4

Check your tyres for damage

Frequent (at least once a month) inspection of your tyres for signs of damage and their general condition

 is important for safety. If you have any questions, have your tyre dealer inspect them. Impacts, penetrations,

cracks, knots, bulges, or air loss always require tyre removal and expert inspection

SS LI(KG)

RPS 806

PATTERN SPECIALITIES TYRE USES

Size PR O.D. Rim LI



•  The dense tread blocks are built for long distance

•  Modified pattern design avoids the irregular wear * Highway/ Express way

   efficiently * All Wheels of Truck / Bus

•  4 drain line design assures wet ground handling

   performance

Press. EU

KPA Label

385/55R22.5 20 996 12.25 160 K 4500 900 Y

385/65R225 20 1066 11.75 160 K 4500 900 Y

425/65R22.5 20 1124 12.25 165 K 5150 825 Y

435/50R19.5 18 931 14 160 J 4000 900 N

445/45R19.5 22 895 15 160 J 4000 900 N

445/60R22.5 20 1073 13 169 K 5600 830 Y

Tyre pressure monitoring system alert

Tyre pressure monitoring system alert Refer to your vehicle Owner’s Manual for more information on what to do 

if the tyre pressure warning system activates.

RPS 807

Tyre Care Tip No. 5

Size PR O.D. Rim LI SS LI(KG)

PATTERN SPECIALITIES TYRE USES



•  Classic zigzag grooves enhance the gripping power

   and improve drainage * All road conditions

•  Unique belt construction assures the driving mileage * Recommended for steer

•  Optimized tread design improves comfort performance on     wheels

    rough road

Press. EU

KPA Label

11R22.5 16 1048 8.25 146/143 M 3000/2725 830 Y

11R22.5 18 1048 8.25 148/145 M 3150/2900 850 Y

12R22.5 18 1074 9 152/149 M 3550/3250 930 Y

13R22.5 18 1117 9.75 156/153 L 4000/3750 875 Y

315/80R22.5 18 1083 9 154/151 M 3750/3450 830 Y

315/80R22.5 20 1083 9 156/153 M 4000/3750 850 Y

9.00R20 16 1020 7 144/142 L 2800/2650 900 Y

10.00R20 18 1051 7.5 149/146 L 3250/3000 930 Y

11.00R20 18 1085 8 152/149 L 3350/3250 930 Y

12.00R20 20 1122 8.5 156/153 L 4000/3650 900 Y

12.00R24 20 1226 8.5 160/157 K 4500/4125 900 Y

6.50R16LT 12 748 5.50F 110/105 M 1060/925 670 N

7.00R16LT 14 775 5.50F 118/114 M 1320/1180 770 Y

7.50R16LT 14 803 6.00G 122/118 L 1500/1320 770 Y

8.25R16LT 16 852 6.50H 128/124 L 1800/1600 770 Y

Proper tyre repair

Note: Goodyear does not warrant any inspection or repair process. The repair is entirely the responsibility of the 

repairer and should be made in accordance with established Rubber Manufacturers Association (RMA) procedures.

SS LI(KG)

Tyre Care Tip No. 6

RPS 808

PATTERN SPECIALITIES TYRE USES

Size PR O.D. Rim LI



• Modified formulae assures the driving mileage

• Big open tread blocks improve the drainagend improve drainage *Rough road conditions

•  Optimized profile avoids the uneven wear efficiently * For Drive Axle only

* Trailer Tyre

Press. EU

KPA Label

13R22.5 18 1117 9.75 156/153 L 4000/3750 875 Y

315/80R22.5 20 1083 9 156/153 M 4000/3750 850 Y

Don’t attempt to mount your own tyres

Serious injury may result from explosion of tyre/rim assembly from improper  mounting procedures. Remember

 to follow your tyre manufacturer’s instructions and match tyre diameter to rim diameter. Only specially trained 

persons should mount tyres Don’t mix tyre of different sizes and types on the same axle  For the best handling

 and control, Goodyear recommends fitting four tyres of the same type and size as specified by the vehicle

 manufacturer.

Tyre Care Tip No. 7

Size PR O.D. Rim LI SS LI(KG)

RPS 900

PATTERN SPECIALITIES TYRE USES



•  Special groove design enhances the gripping power on wet ground

• Enhanced tread design avoids regular wear efficiently * Rough road conditions

• Wider tread design improves the driving stability * For Traction Axle

* Trailer Tyre

Press. EU

KPA Label

12R22.5 18 1074 9 152/149 M 3550/3250 930 Y

215/75R17.5 16 767 6 126/124 M 1700/1600 700 Y

215/75R17.5 18 767 6 135/133 J 2180/2060 860 Y

225/70R19.5 14 765 6.75 128/126 M 1800/1700 760 Y

235/75R17.5 16 797 6.75 132/130 M 2000/1900 775 Y

235/75R17.5 18 797 6.75 143/141 J 2725/2575 900 Y

245/70R19.5 16 839 7.5 136/134 M 2240/2120 825 Y

265/70R19.5 16 817 7.5 140/138 M 2500/2360 775 Y

265/70R19.5 18 817 7.5 143/143 J 2725/2575 900 Y

275/80R22.5 16 1012 8.25 149/146 M 3250/3000 850 Y

285/70R19.5 18 895 8.25 150/148 J 3350/3150 900 Y

295/80R22.5 18 1044 9 152/149 M 3550/3250 900 Y

315/70R22.5 18 1022 9 152/148 M 3550/3150 830 Y

315/80R22.5 18 1083 9 154/151 M 3750/3450 830 Y

315/80R22.5 20 1083 9 156/153 M 4000/3750 850 Y

Don’t overload your vehicle

Check your vehicle’s owner’s manual to determine the load limits. Overloading your vehicle places stress on your 

tyres and other critical vehicle components. This can also cause poor handling, increased fuel consumption and may

 cause tyre damage. Never fit your vehicle with new tyres that have less load capacity than shown on the vehicle tyre 

placard, and remember that optimum rim width is important for proper tyre load distribution and function

LI(KG)

Tyre Care Tip No 8

RPS 901

PATTERN SPECIALITIES TYRE USES

Size PR O.D. Rim LI SS



• Deepened  tread design assures the long mileage

• Excellent traction performance * All road conditions

• Optimized tread design enhances the gripping power on wet ground * For Traction Axle

* Trailer Tyre

Press. EU

KPA Label

11R22.5 16 1048 8.25 144/142 M 2800/2650 720 Y

11R22.5 18 1048 8.25 146/143 M 3000/2725 830 Y

11R24.5 16 1110 8.25 146/143 M 3000/2725 720 Y

11R24.5 18 1110 8.25 149/146 M 3250/3000 830 Y

285/75R24.5 16 1049 8.25 144/141 M 2800/2575 760 Y

285/75R24.5 18 1049 8.25 146/143 M 3000/2725 830 Y

295/75R22.5 16 1014 9 144/141 M 2800/2575 760 Y

295/75R22.5 18 1014 9 146/143 M 3000/2725 830 Y

Maintain vehicle suspension & wheel alignment, & balance & rotate your tyres

Lack of rotation, worn suspension parts, under inflation, over inflation, wheel imbalance, and misalignmentRotate 

 can cause vibration or irregular tyre wear. your tyres according to your vehicle manufacturer’s recommendations or 

at maximum intervals of 6,000 mi./10,000 km.

Tyre Care Tip No 8

RPS 902

Size PR O.D. Rim LI SS LI(KG)

PATTERN SPECIALITIES TYRE USES



• Big lateral tread blocks provide high traction

• Modified tread compound improves cut resistance * All road conditions

• Strong construction improves load performance * For Traction Axle

* Trailer Tyre

Press. EU

KPA Label

7.50R16LT 16 803 6.00G 122/118 L 1500/1320 770 Y

8.25R16LT 16 852 6.50H 128/124 L 1800/1600 770 Y

10.00R20 18 1051 7.5 149/146 L 3250/3000 930 Y

11.00R20 18 1089 8 152/149 L 3550/3250 930 Y

12.00R20 20 1122 8.5 156/153 L 4000/3650 900 Y

12.00R24 18 1226 8.5 156/153 K 4000/3650 775 Y

12.00R24 20 1226 8.5 160/157 K 4500/4125 900 Y

325/95R24 22 1228 9 162/160 K 4750/4500 930 Y

Tyre Service Life

Tyres are built to provide thousands of mi./km of excellent service. For maximum benefit, tyres must be 

maintained properly to avoid tyre damage that mayresult in removal from service before the tread is worn down

 to minimum depth. It’s not practical to accurately predict the service life of any specific tyre in chronological time

 since service conditions vary widely.

RPS 903

LI(KG)

Tyre Care Tip No 9

Size PR O.D. Rim LI SS

PATTERN SPECIALITIES TYRE USES



• Strong construction improves both high speed and heavy load performance

• Deepened tread design assures the longer life * All road conditions

• Lateral grooves provide strong driving power * For Traction Axle

* Trailer Tyre

Press. EU

KPA Label

12R22.5 18 1074 9 152/149 M 3550/3250 930 Y

Tyre pressure monitoring system alert

Refer to your vehicle Owner’s Manual for more information on what to do if the tyre pressure warning 

system activates.

Size PR O.D. Rim LI SS LI(KG)

PATTERN SPECIALITIES TYRE USES

RPS 903

Tyre Care Tip No 10



• Strong construction improves both high speed and heavy load performance

• Deepened tread design assures the longer life * All road conditions

• Lateral grooves provide strong driving power * For Traction Axle

* Trailer Tyre

Press. EU

KPA Label

315/80R22.5 18 1083 9 154/151 M 3750/3450 830 Y

315/80R22.5 20 1083 9 156/153 M 4000/3750 850 Y

Rotation of Tyres

Tyres should be rotated after every 10000 Kms as per the manufatruers instructions or under the guidance of some 

Tyre expert. Tyre shold not be allowed to complete wear on one axle. It must be changed from time to time 

LI(KG)

Tyre Care Tip No 11

RPS909

PATTERN SPECIALITIES TYRE USES

Size PR O.D. Rim LI SS




